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HO   ROOF END
1/4" x 3.37M x 1.00M

E

.03 [.762]

.01 [0.25]

.005 [0.127]

.25

125

        AS NOTED

10/21/93

T.SANCHEZ 1/4/94

T.SANCHEZ/CORCUERA11/22/93

T,SANCHEZ 1/4/94

D.SHU 1/4/94

T.M.KUZAY 1/4/94

E 3/16=1 3/16

DATE

DATE

corcuera
DATE

DATE

DATE

DATE

SIDING PREPARATION

SCALE: 3/4=1"

TYPICAL DETAIL

C 6 x 16.3 CRS

.19 2-6
TYP.

(TYP. @ 4 SIDES)

TYP.
.19 2-6

WELDMENT CONNECTION

8X Ø.69

6.85 [173.99]

12 GA. (.1046) SHEET CRS

1/4 THK. SHEET

TYP.
.06 2-8

.85 [21.59]

SECTION AROUND PERIMETER

TYP.

CORNER SEAL WELD SHEET BLANK @ CORNER

PREPARATION
AS NEEDED

TO PRODUCE
SEALED CORNER

R.18 [4.57]

 .725 [18.41]

SHEET BEND

155.75 [3956.05]

155.54 [3950.77].10 [2.64]

77.87 [1978.02]

69.38 [1762.13]69.38 [1762.13]5.63 [142.88] 5.63 [142.88]

1.50 [38.10]
1.50 [38.10]

1.63 [41.28]

3.06 [77.85]

39.37 [1000.00]

24.00 [609.60] 24.00 [609.60]

7.69 [195.20] 7.69 [195.20]

39.37 [1000.00] 39.37 [1000.00]

24.00 [609.60] 7.69 [195.20]

47.06 [1195.20]24.00 [609.60]

24.00 [609.60]

47.06 [1195.20] 24.00 [609.60]

7.69 [195.20]7.69 [195.20]

(12X Ø.69)

38.46 [976.78]

.10 [2.64]

8X 1/2-13 UNC-2B HEX NUTS

8 X STD 1/2 CHL. WASHER/SHIM

.81 [20.57]

3X 1.62 [41.15]

6X .52 [13.23]

TYP.
.25

1/4 THK. LEAD

AND 114, ANS N43.2 AND DOE ORDER 5480.11
FEDERAL, STATE AND LOCAL RADIATION GUIDE LINES: NBS HANDBOOK 111
WITH FEDERAL SPECIFICATION -QQL201.  HUTCH SHALL MEET ALL APPLICABLE
DETRIMENTAL DEFECTS.  MATERIAL SHALL BE LEAD GRADE "C" TO COMPLY
SHEET.  FREE OF OXIDE INCLUSIONS, FISSURES, VOIDS AND ALL OTHER
1- LEAD LINED PANELS SHALL BE CONSTRUCTED FROM SINGLE UNPIERCED

NOTE:

1 UPDATED SECTION, CENTERED SHIM

18.68 [474.60]

2.00 [50.80]

(WELDED INSIDE CHANNEL)

.06 .25-10

.25-10.06
TACK

.06

.25 THK X 2" WIDE BY

Ø.69 TYP
28X

1

152.75 [3879.85]

1 1

3/16=1

152.75 [3879.85] LG. CRS SHIM


